SYSTEM REQUIREMENTS

MINIMUM REQUIREMENTS

ALL A & J GUMMERS ‘SIRRUS’ SHOWER VALVES
WORK ON A MINIMUM HEAD OF 0.1 BAR, THIS
EQUATES TO 1 METRE FROM THE BOTTOM OF THE
SUPPLY TANK TO THE TOP OF THE SHOWER HEAD.
THE SUPPLY TANK SHOULD BE FITTED IN
ACCORDANCE WITH THESE REQUIREMENTS TO
ENSURE SUFFICIENT FLOW AT THE HANDSET.
PLEASE NOTE: ALL FLOW RATES SUPPLIED BY

A & J GUMMERS ARE MEASURED FROM THE OPEN
OUTLET AND NOT AT THE HANDSET.

SUPPLIES

PLEASE ENSURE THAT THE HOT SUPPLY IS FED TO
THE LEFT HAND SIDE OF THE UNIT (AS YOU VIEW IT
FROM THE FRONT). THIS WILL ALLOW THE VALVE
TO CONTROL THE TEMPERATURE AS IT SHOULD.

PRESSURE IN-BALANCE

ALL A & J GUMMERS PRODUCTS WILL WORK WITH
ANY PLUMBING SYSTEM, THIS IS ACHIEVED BY THE
USE OF THE FLOW LIMITERS.

DEPENDING ON THE SYSTEM THE FLOW LIMITERS
WILL REDUCE THE FLOW INTO THE COLD, HOT OR
BOTH INLETS OF THE UNIT THUS BALANCING THE
FLOW AND ALLOWING THE THERMOSTAT TO
CONTROL THE TEMPERATURE TO THE OUTLET.
THERE IS ONLY ONE CORRECT WAY OF FITTING THE
LIMITERS AND INCORRECT INSTALLATION WILL
CAUSE THEM TO BLOW APART AND INTERFERE WITH
THE CHECK VALVES INSTALLED IN THE ELBOWS.

FLOW LIMITERS ARE SUPPLIED WITH THE PRODUCT.
PLEASE REFER TO YOUR INSTRUCTION BOOKLET FOR
CORRECT USAGE.






